
Be Innovative, Be Adventurous

Modular Configuration

The revolutionary Aqua Matic is engineered to be easier to use 
and more reliable than conventional watermakers. Featuring 
the latest technology, the Aqua Matic is able to regulate and 
monitor system functions without the need of an operator. 
With one touch, the Aqua Matic will start and finish water 
production automatically, allowing boaters more time to relax 
and enjoy their cruise.

Touchscreen Controller

Featuring

Mid to Mega Yachts  (40 - over 80 ft / 12 - over 24 m)

- Access to system controls remotely via the web

- WiFi, Modbus, NMEA 2000, and Cloud compatible

- 7 inch versatile full color touch screen

- Fully automatic, one touch operation



Dimensions - Aqua Matic
Compact - Front

Specifications - Aqua Matic

Compact - Top view

Membrane Assembly
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Membranes vessels for compact and modular:  
a.  27 15/16" -   710mm: 450-1 &   900-2   |   b.  37 15/16" -   964mm: 700-1 & 1400-2   |   c.  46 15/16" - 1192mm: 900-1 & 1800-2

Booster Pump Sea Strainer

14.8"
376 mm

9.9"
251 mm

8.38"
212.8 mm Standard Plunger Pump Dual Pre-filter & 

Dual Post Filter

Touch Screen Controller 

8"  
203 mm

5.38" 
137 mm

1.25" 
32 mm

450-1

700-1

900-1

900-2

1400-2

1800-2

19 Gal / 71 L

29 Gal / 110 L

38 Gal / 142 L

38 Gal / 142 L

58 Gal / 221 L

75 Gal / 284 L

450 Gal / 1,703 L

700 Gal / 2,650 L

900 Gal / 3,407 L

900 Gal / 3,407 L

1,400 Gal / 5,300 L

1,800 Gal / 6,814 L

153 lbs / 69 kg

156 lbs / 71 kg

158 lbs / 72 kg 

165 lbs / 75 kg

171 lbs / 76 kg

176 lbs / 80 kg

149 lbs / 68 kg 

152 lbs / 69 kg

154 lbs / 70 kg

161 lbs / 73 kg

167 lbs / 76 kg

172 lbs / 78 kg

Hz NOAVoltage VAC

Single 

Single

HP / Booster

HP / Booster

50 / 60

50 / 60

110-115 / 220 -230

110-115 / 220 -230

30  /  15

35  /  17.5

Three 

Three

220-230 / 380-460

220-230 / 380-460

50 / 60

50 / 60

11  /   5.5

11  /   5.5

Pump MotorPhase

HP / Booster

HP / Booster

SUC

Plunger Pump

Radial Axial Pump

100 /  50

110 / 55

Plunger Pump

Radial Axial Pump

30  /  15

30  /  15

110   /   220

220   /   380 - 440

110   /  220

220   /  380 - 460

110-115 / 220-230

110-115 / 220-230

40 Ampere / 20 Ampere

45 Ampere / 25 Ampere

Operating AC Voltage Recommended circuit breaker 

220 / 380 / 460

220 / 380 / 460

15 Ampere / 10 Ampere / 10 Ampere

15 Ampere / 10 Ampere / 10 Ampere

ELECTRICAL


