
Modular Configuration Touchscreen Controller

Featuring

Large to Mega Yachts  (over 80 ft / 24 m)

- NMEA 2000 compliant

- User adjusted operation

- Digital menu

- Quiet performance

DX

Be completely in control
The Aqua Whisper DX grants boaters the freedom to monitor and 
regulate system capabilities. Made for the hands-on boater, the 
Aqua Whisper DX allows you to customize features and pressure 
settings with an advanced touch screen display. It’s ruggedness 
and reliability allows boaters to confidently command their 
watermaker in all parts of the world. 



Dimensions - Aqua Whisper DX
Compact - Front

Specifications - Aqua Whisper DX

Compact - Top view

Modular - Control Panel
Membrane Assembly

2200

2600

92 Gal / 347 L

108 Gal / 410 L

2200 Gal / 8328 L

2600 Gal / 9842 L

Model # Production/hr. Production/24hrs.

413 lbs / 187 kg

413 lbs / 187 kg

390 lbs / 176 kg 

400 lbs / 181 kg

Weight - Compact* Weight - Modular*

Hz Normal Operating AmpsVoltage VAC

Single 115/230 50//60 14.2/7.1//18.2/9.1

ELECTRICAL 

Booster Pump MotorPhase*

1.5/1

Start Up Current

54

2800

3400

117 Gal / 442 L

142 Gal / 536 L

2800 Gal / 10599 L

3400 Gal / 12870 L

Model # Production/hr. Production/24hrs.

428 lbs / 194 kg

439 lbs / 199 kg

415 lbs / 188 kg

432 lbs / 196 kg

Weight - Compact* Weight - Modular*

Circuit Breaker  
Amp Rating

High Pressure 
Pump / Motor AC Voltage Hz Phase* Normal Operating Amps

Circuit 
Breaker Amp

2200 - 3400 GPD 5 HP 190 / 380 50 3 15.6 / 7.8 80/60

2200 - 3400 GPD 5 HP 208 / 230 / 460 60 3 13.9 / 13.4 / 6.7 80/60

2200 - 3400 GPD 5 HP 230/220 50//60 1 21.8//24 80/85

* Production may vary +/-20% | GPD: Gallons per day • LPD: Liters per day
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Three 220/380//230/460 50//60 5.2/2.6//5.8/2.91.5/2 24/16//27/14
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22"/568mm

33"/827mm

17" / 432 mm

7" / 
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11" / 
279 mm
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20" / 508 mm 9" / 229 mm

7" / 178 mm

Control Panel - Front Profile

c.

b.

a.

4.4"
113 mm

a. 27 15/16" (710mm): 450-1 & 900-2  | b. 37 15/16" (964mm): 700-1 & 1400-2  

c. 46 15/16" (1192mm): 900-1 & 1800-2

Standard Plunger Pump Booster Pump Sea Strainer
Dual Pre-filter & 
Dual Post Filter

14.8"
376 mm

9.9"
251 mm

8.38"
212.8 mm

a. 27 15/16" (710mm): 450-1 & 900-2   

b. 37 15/16" (964mm): 700-1 & 1400-2  

c. 46 15/16" (1192mm): 900-1 & 1800-2

Touch Screen Controller 

8"  
203 mm

5.38" 
137 mm

1.25" 
32 mm


