
Modular Configuration

Featuring

Mid to Large Yachts  (40 - 80 ft / 12 - 24 m) For the hands-on boater
The Aqua Whisper Pro watermaker is suited for charter, offshore 
fishing, and ocean cruising. It’s traditional manual functions and 
touch-pad control panel allows simple operation and digital + 
analog instrumentation for redundancy. The Aqua Whisper Pro’s 
high pressure pump is engineered to be quieter than conventional 
high pressure pumps, and operates for 2,500 hours before any 
maintenance is required.

PRO

- Automatic FWF on frame

-  Small footprint

-  Automatic shutdown option 

- Robust, fail-safe design



Dimensions - Aqua Whisper PRO
Compact - Front

Specifications - Aqua Whisper PRO

Compact - Top view

Modular - Control Panel Membrane Assembly

* Production may vary +/-20% | GPD: Gallons per day • LPD: Liters per day
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Control Panel - Front Profile

c.

b.

a.

4.4"
113 mm

a. 27 15/16" (710mm): 450-1 & 900-2  | b. 37 15/16" (964mm): 700-1 & 1400-2  

c. 46 15/16" (1192mm): 900-1 & 1800-2

Standard Plunger Pump Booster Pump Sea Strainer
Dual Pre-filter & 
Dual Post Filter

14.8"
376 mm

9.9"
251 mm

8.38"
212.8 mm

a. 27 15/16" (710mm): 450-1 & 900-2   

b. 37 15/16" (964mm): 700-1 & 1400-2  

c. 46 15/16" (1192mm): 900-1 & 1800-2

450-1

700-1

900-1

900-2

1400-2

1800-2

19 Gal / 71 L

29 Gal / 110 L

38 Gal / 142 L

38 Gal / 142 L

58 Gal / 221 L

75 Gal / 284 L

450 Gal / 1,703 L

700 Gal / 2,650 L

900 Gal / 3,407 L

900 Gal / 3,407 L

1,400 Gal / 5,300 L

1,800 Gal / 6,814 L

Model # Production/hr. Production/24hrs.

PRODUCTION & 

WEIGHT

110-115 / 220-230 Single 40 Ampere / 20 Ampere

Operating AC Voltage Phase Recommended circuit breaker 

Plunger Pump

220 / 380 / 460 Three 15 Ampere / 10 Ampere / 10 Ampere

Hz
Normal Operating 
AmpsVoltage VAC

Single High Pressure / Booster 50 / 60110-115 / 220 -230 30  /  15

Three 220-230 / 380-460 50 / 60 11  /   5.5

ELECTRICAL Pump MotorPhase

High Pressure / Booster

Start Up 
Current

Plunger Pump
100 /  50

30  /  15

110   /   220

220   /   380 - 440

110   /  220

220   /  380 - 460

Circuit Breaker Size

157 lbs / 71 kg

160 lbs / 73 kg

162 lbs / 73 kg 

169 lbs / 77 kg

175 lbs / 79 kg

180 lbs / 82 kg

AW PRO compact* AW PRO modular*

157 lbs / 71 kg

160 lbs / 73 kg

162 lbs / 73 kg 

169 lbs / 77 kg

175 lbs / 79 kg

180 lbs / 82 kg

* Weights based on single phase motor. For three phase motors subtract 9 lbs.

15.3" 
388mm

c.
b.
a.

18" 
457mm

22"/559mm

33"/827mm

8.3" / 211 mm

14" 
356 mm

21" / 527 mm

23.6" / 601 mm 10.2" / 258 mm


