AQUA WHISPER wmini

Category: Smal Power Boats and Sailboats Great things come in small packages

(85 - 45 feet / 9 - 14 meters)

Production Capacity: 170, 350, 550, and 750 Gallons/Day

The low-hassle Aqua Whisper Mini is engineered to fit anywhere.
Measuring at about 2 - 3 cubic feet, sail and small power boaters have the
opportunity and the convenience of a Sea Recovery watermaker without
space restrictions. Featuring a simple interface, the Aqua Whisper Mini can
be monitored via the control panel or remote (optional). The Aqua Whisper
Mini can produce up to 7, 15, 23, or 31 gallons of fresh water per hour and
is the perfect seaworthy companion for the solo cruiser.

Modular Configuration

Featuring
- Smallest line of watermakers - Low AC power consumption

- Easy-access to main components = Maximumr-system weight is 150 Ibs




Specifications & Dimensions - Aqua Whisper Mini
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a.Aqua Mini 350 & 550: 37.94" / 964 mm | b. Aqua Mini 750: 46.94" / 1192 mm
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Production / Hr. Production / 24Hrs. Production / Hr.

Weight - Compact

Weight - Modular Production / 24Hrs. Weight - Compact ~ Weight - Modular

7gal/27L 170 gal /644 L 70 Ibs / 32 kg 70 Ibs / 32 kg 23gal/87L 550gal/1,900L 1421Ibs/64kg 128Ibs/57 kg
15gal/55L 350 gal /1,325 L 127 Ibs / 58 kg 89 Ibs / 40 kg 31gal/117L 750gal/2,850L 1501Ibs/68 kg 130 Ibs/59 kg
ELECTRICAL Phase Pump Motor Voltage Hz H.P. Normal Operating Amps Start Up Current
N/A High Pressure 12/24 N/A .33 29 / 14 90/45
Single High Pressure 110/230 50/60 .33 6 /3 26/13
Single High Pressure 110/230 50/60 1 13/6.5 52/ 26
Single High Pressure 110/ 220 50/ 60 2.1 26/13 93/ 47
Single Booster 110/ 220 50 / 60 0.5 7/35 28 /14
Circuit Breaker Size ~ Operating Voltage Phase Recommended circuit breaker
12 /24 VDC 40 Ampere / 20 Ampere Sea
110/ 230 (AC) Single 12 Ampere / 10 Ampere Recovery
110 (AC) Single 40 Ampere 2630 E. El Presidio St., Carson, CA 90810
Toll Free: (855) 339-6899 e Tel: (310) 608-5600
220 (AC) Single 20 Ampere Fax: (310) 608-5692 e Email: waterpurification@parker.com

Web: www.searecovery.com | www.parker.com/watermakers



