
III

Production Capacity: 170, 350, 550, and 750 Gallons/Day

The Ultra Whisper III is engineered for boaters with limited electrical 
options. With it's new low powered Energy Transfer Device, the very quiet 
Ultra Whisper III is more efficient and requires less maintenance than 
before. Featuring automatic operation and easy to use Start and Stop 
controls, the Ultra Whisper III is capable of producing between 16.5 and 25 
gallons per hour, ideal for small power boats and sail boats.

The low power alternativeCategory:  Small Power Boats & Sailboats 
(35 - 45 ft / 10 - 14 m)

Featuring

Modular Configuration

- AC or DC power

- 75% Power consumption savings 

- Energy efficient, high reliability

- Quiet operation



Specifications & Dimensions - Ultra Whisper III

Phase Recommended circuit breaker 
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MODULARCOMPACT

Sea Strainer

R.O. Boost - Energy Recovery Device

Single RO Membrane Assembly

Control Panel

5" 
 129 mm

Top View

Profile

Filtration Skid

14" | 362 mm

12"  
294 mm

18.3"  
465 mm

6.4" 
163 mm

7.47" 
190 mm

4.56" 
116 mm

9.66" 
245 mm

Single Pre/Post Filter

7.92" 
201 mm

4.5" 
114 mm

11.82" 
300 mm

14.22" 
361 mm

Feed Pump

16.76" / 426 mm

9.45" / 240 mm

7.78" 
198 mm

76.9" / 1192 mm

19.8"  
502 mm 12.5"  

318 mm

14.3"  
363 mm

12"  
313 mm

21" / 537 mm

5.71" 
145 mm

7.88" 
200 mm

3.5" 
89 mm 76.9" / 1192 mm

11" / 279 mm 12.8" / 326 mm

15.5" / 392 mm

12"  
313 mm

400

600

16.5 gal / 63 liters

25 gal / 95 liters

ULTRA WHISPER 145  lbs / 66 kg

155 lbs / 70 kg

140 lbs / 63  kg

150 lbs / 68 kg

Model # *Production / Hr. Weight - Compact Weight - ModularSYSTEM

* Production may vary +/-20%

Feed Pump and Motor NOAVAC SUC

ULTRA WHISPER
400

12V 

24V

Phase Hz

21

10.5

77

38

115

230

Single 50 / 60 

Single 50 / 60 

5.1 / 5.3 

2.5 / 2.7

26 / 25

13 / 12.5

12V DC

24V DC

Phase Hz

33

16.5

102

51

115

230

Single 50 / 60 

Single 50 / 60 

7.3 / 7.5 

3.5 / 3.7

44 / 46

22 / 23

ULTRA WHISPER
600

ELECTRICAL

H.P. = Horse Power  •  NOA = Normal Operating Amps  •  SUC = Start Up Current


