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Additional Service Page

Alarm

8 - Coolant Pump 1 Fault

Determine by sound or touch if the glycol

pump is running. If the pump is running but is
noisy, check the glycol level. If the pump is not
running, check wiring connector at pump.

MOTOR SPEED: 0 RPM

SEAKEEPER ANGLE: 0.0°

CURRENT: 0.0 A
ENCLOSURE: 0 Torr
BATTERY: 12.0v
DRIVE: 32.0°F

Service Page

ALARM POP-UP THAT CAN
OCCUR ON ANY SCREEN

TAP TO RE-SET AND RETURN TO
PREVIOUS SCREEN
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Home screen during spool-up sequence
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Home screen with available stabilization

SEAKEEPER

Home screen at full rated RPM and stabilizing

CODE: 8
RUN HOURS: 65

Coolant Pump 1 Fault

Angle Sensor Fault CODE: 9

RUN HOURS: 63

Alarm History Page
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TOGGLES DISPLAY
BRIGHTNESS BETWEEN
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Model: M8000  Run Hrs: 10
Serial: 1000 SeaHrs: 5
Version: 8.60 TCML: 5433
Display: 1.25 HCML: 8220

Enter PIN
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Max Speed
PR 6400 RPM 8000 RPM
| Target Speed: 8000 RPM

ENTER “4442" Actual Speed: 8001 RPM
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Alarm 2/3

Code: 1
Run Hours: 1
Alarm: Bearing 1 Temp High
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COOLANT PUMP 1 FAULT
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Motor Speed
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ORIZE Model: M8000
Serial: 0

t version: 8.70 CML: 8498
x . Display: 1.30 HCML: 8900

Display Address: 20
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