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IMANNA LABORATORY 

1. TEST ARTICLE 

One fuel tank vent P-Trap assembly (P/N:1674) was received from Attwood Marine for test.  

The assembly is designed to be mounted above the sheer line on a boat deck. 

 

2. REQUIREMENT 

The received sample is to be subjected to the A-24 “Weathertight and Watertight” Tests from 

the “Standards and Technical Information Reports for Small Craft ” of the ABYC, to verify that 

the assembly is acceptable for installation in the areas prescribed.   

 

3. PROCEDURE 

Weathertightness Test 

The sample was mounted in a test fixture and subjected to a continuous fifteen minute 

spray of water over the entirety of assembly top, face and side surfaces. The rate of flow 

during the test was 2.5” / hr at a pressure of 5 psi. The assembly was monitored for 

intrusion of water for the duration of and following the test period. 

 

Watertightness Test 

The sample was mounted in a test fixture and subjected to a continuous exposure to a 

direct stream of water from a one-inch nozzle at a pressure of 15 PSI from a distance of 

ten ft.(3 meters) for a period of five minutes. The assembly was monitored for intrusion of 

water for the duration of and following the test period. 

 

4. RESULTS SUMMARY 

No water was detected in the assembly following either the “Weathertight” or the “Watertight” 

test. The received P-Trap assembly meets the “Weathertight “ and “Watertight” test 

requirements of ABYC H-24. 

 

5.  OBSERVATIONS AND COMMENTS  

     The results presented herein apply only to the test article as prepared and as tested.  All  

     equipment used in the performance of these tests was calibrated to standards traceable  

     to the N.I.S.T.  

 


