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KOHLER, WISCONSIN 53044
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SCALE: 0.100 SHEET SIZE: B SHEET 1 OF 2
TITLE:

DIMENSION PRINT, 28-40 
KW KDI MARINE
DWG NO.: ADV-9908

THIRD ANGLE PROJECTION

MAJOR      = 0
CRITICAL   = 0

CHARACTERISTICS COMPLY WITH 
KPS-80022

DRAWN
BY
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LAC 26MAY2022
28EFKOZD/32EKOZD
35EFKOZD/40EKOZD

KOHLER DIESEL MARINE

NOTE: DIMENSIONS IN [] ARE INCH EQUIVALENTS.

NOTE: C.O.B. DIMENSION IS TAKEN FROM REAR OF DRIP TRAY.

EMERGENCY STOP

CUSTOMER
LOAD LEAD

CONNECTION
OIL DRAIN

ENGINE
CRANKSHAFT
CENTERLINE

FUEL
FILTER

COOLANT
OVERFLOW
BOTTLE
28-32EKOZD

OIL
CHECK

OIL FILTER

OPTIONAL CIRCUIT
BREAKER LOCATION

OIL DRAIN VALVE
(ON ENGINE)

SEAWATER
INLET

LIFTING EYEAIR CLEANER

WATER FILL

SEAWATER INLET
FOR 28 [1.12]

I.D. HOSE

COOLANT
OVERFLOW
BOTTLE
35-40EKOZD

MODEL
WEIGHT C.O.B. (DIM "X")

WET -KG [LBS] DRY - KG [LBS]  MM [IN.]
28EFKOZD/32EKOZD 531 [1170] 514 [1134] 591 [23.25]
35EFKOZD/40EKOZD 567 [1250] 551 [1214] 629 [24.75]
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WATER FILL

WATER COOLED
EXHAUST OUTLET

M8x1.25 POSITIVE (+)
BATTERY CONNECTION

M12x1.75 NEGATIVE (-)
BATTERY CONNECTION

WATER FILL

OIL FILL

WATER COOLED
EXHAUST OUTLET

WATER COOLED
EXHAUST OUTLET

FOR 89 [3.50]
I.D. HOSE

3/8 NPT FEMALE
FUEL RETURN CONNECTION

3/8 NPT FEMALE
FUEL SUPPLY CONNECTION

NOTE:
  FUEL SYSTEM MATERIAL SELECTION

  IS CRITICAL. SEE TP-7045 FOR
  MATERIAL REQUIREMENTS.
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